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Vessel View - Mercury / CMD

Mercury / CMD

— OEM Contact:

* Ben Duke — Product Manager:
— Ben.Duke@mercmarine.com, 920-929-5757

» Walter Ross - Application Development Engineer, Mercury Marine
— Walter.Ross@mercmarine.com, 405-743-6540

» Jerry Rattigan — Customer support engineer, CMD
— Jerry.r.rattigan@cummins.com, 843-745-1396

— Product summary:
» SmartCraft information display. Available for MY 2008

— Propulsion information
— Vessel systems and diagnostics information
— Navigational aid information (depth, steering, NMEA 0183 (GPS position, speed, direction), Boat speed (Paddle. Pitot)

— SmartCraft features —

» Display of the operating information and fault diagnostics information for all connected
devices on the SmartCraft network: (CAN P and CAN V)

— Engines (3), including depth and speed sensors,
— HVAC (5 units)

— Inverter / Charger (2 units)

— Generator (2 units)

— Connectivity

» Connects directly to a combined SmartCraft CAN P&V J-box at the helm. The engines also
connect to this J-box via the engine harnesses )




Xantrex MS 2000
Inverter / Charger

Xantrex Technologies

— OEM sales contact:
— Brian Lawrence, (B) 360-925-5180, (C) 360-202-1249
brian.lawrence@xantrex.com

— Product summary:

» Xantrex MS 2000 series product that is “Xanbus” compatible connects
to SmartCraft via a Xantrex — SmartCraft gateway

— SmartCraft display features — requires SC Vessel View

* Both battery inverter and battery charger information is available on
Mercury Vessel View. Vessel View can control the Inverter or charger
and will display the units output or input load percentage

— Connectivity

» Xantrex Inverter / Chargers connect to SmartCraft CAN V via an
external Xantrex, SmartCraft to Xanbus gateway.

* CAN V harnessing available from Mercury / CMD

Source
— Xantrex Gateway - # 8888888 Xantrex
— SmartCraft CAN V Extension Harness - # 84-889232T0x Mercury
— SmartCraft CAN V Terminator (if @ end) -# 899750701 Mercury

xantrex

Smart choice for power

Vessel View screen image



Onan Generators

* Onan Corporation

— OEM contact:

» Keith Lovegren
— keith.l.lovegren@Cummins.com

— Product summary:

» All Onan Gas and Diesel marine generators connect to SmartCraft
via a interface gateway from Onan called the Network Interface

Module (NIM)
— SmartCraft display features — requires SC Vessel View
* Onan Generators provide generator running information, AC output Vessel View screen image

information, run time hours and remote start / stop capabilities on
Vessel View. Fault information is handled in the same manner as
main engine fault information with text descriptions of faults
— Connectivity
* NIM module connects directly to SmartCraft CAN V
* CAN V harnessing available from Mercury / CMD

— CAN V extension harnesses - # 84-889232T0x
— CAN V terminator (if @ end of bus) - #899750T01



Kohler Generators

« Kohler Corporation KOHLER.

— OEM Contact:
* Mike Bingen
— Product summary:
» Kohler low CO gas generators 5kw — 10kw

— SmartCraft display features — requires SC Vessel View

« Kohler Generators provide generator running information, AC output infofffiatiGy Sreen mae
run time hours and remote start / stop capabilities on Vessel View. Fault
information is handled in the same manner as main engine fault information with
text descriptions of faults

— Connectivity
* Generator Connects directly to SmartCraft CAN V
* CAN V harnessing available from Mercury / CMD

Source
— CAN V extension harnesses - # 84-889232T0x Mercury
— CAN V terminator (if @ end of bus) # 899750701 Mercury



Dometic HVAC

Dometic Corporation

— OEM Contact:

e Ed Todd — Sales
— Ed.Todd@dometicusa.com; 954-633-3145

* Matteo Giovanetti — Engineering
— matteo.giovanetti@dometicusa.com; 954-973-2477

— Product summary:
* Dometic Marine Air (late 2006) and Cruise Air systems (early 2007)

— SmartCraft display features —requires SmartCraft Vessel View
» Display of the operating information for up to 5 independent HVAC units

» Control of the zone temperatures, fan speeds, and operating modes for
all connected units

* Vessel View will display diagnostic text messages for system faults for up
to 5 independent HVAC units

— Connectivity

e Dometic HVAC units connect to SmartCraft via the addition of a
SmartCraft interface board installed in each HVAC units control box.

* CAN V harnessing available from Mercury / CMD

Source
— Dometic “SmartCraft interface kit” - # Dometic
— CAN V extension harnesses - # 84-889232T0x Mercury / CMD

— CAN V terminator (if @ end of bus) - # 899750701 Mercury / CMD

Vessel View screen image



Xantrex Inverter /
charger (up to 2 units)

Onan & Kohler generators
(up to 2 units)

MY 2008 CAN V Wiring Architecture

Dometic HVAC (up
to 5 units)

Mercury/CMD Vessel
View (up to 2 units)

SmartCraft connector

Packard Micro GT 150 10 pin (connector
used on all harnesses and J - boxes
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CAN V Bus Specifications

Maximum Bus length - 40 Meters
(before repeater)

Maximum drop length - 6 Feet

— Distance the bus can be extended with out a terminator
Number of CAN V nodes - 100

— Total number of nodes allowed on the CAN V bus



CAN V Harness Hardware
available from Mercury / CMD

Part Number

8M0009278
84-889232-A-

Part for sale

n/a

Description
Bulk Harness - Purple

Can V Extension Harnesses

Instruction sheet

84-889232A01

84-889232T01

10' Extension Harness

84-889232A02 84-889232T02 20' Extension Harness 90-899749
84-889232A03 84-889232T03 30' Extension Harness 90-899749
84-889232A04 84-889232T04 40' Extension Harness 90-899749
84-889232A05 84-889232T05 50' Extension Harness 90-899749
84-889232A06 84-889232T06 60' Extension Harness 90-899749
84-889232A08 84-889232T08 80" Extension Harness 90-899749
84-889232A10 84-889232T10 100" Extension Harness 90-899749
84-889232A12 84-889232T12 120" Extension Harness 90-899749
84-889232A13 84-889232T13 5' Extension Harness 90-899749
889233A01 889233701 10 pin 10 pin 2 pin Resistor Can | 90-899749
V "Y" Adapter Harness
8M0009270 84-899750T01 10 pin 2 pin Female/Female 90-899749
84-889280A01 84-889280T01 10 pin 2 pin Male/Male 90-899749
84-889279A02 84-889279T02 10 pin 8 pin Dual Engine Wake 90-899749
84-889279A04 84-889279T04 10 pin 8 pin Triple/Quad Wake 90-899749




